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The circular shaped M100 pushbutton is Dewhurst’s 

next generation stud-less pushbutton.

M100 is made of two elements: switch body with 

illuminator, and the pressel. This datasheet includes 

detailed information on each element and the 

options available for the M100 pushbutton.

The character or symbol, known as the legend,

provides clear identification. The legend and

the halo (light created between the pressel and the 

surround) can be illuminated in a wide variety of 

colours.

The switch body is the 

functional part of the

pushbutton.

More details are on page 2 

of this document.

The M100 switch body uses

best in class microswitch

technology and ultra bright

LED technology to create a

market leading pushbutton

body.

Illumination is available 

in white, green, red, blue, 

yellow, teal & purple via 

RGBW selectable colour 

switch on the rear of the 

pushbutton.

The Pressel is the aesthetic,

user facing part of the

pushbutton.

The M100 pressel uses

Dewhurst proprietary 

modern Chiswick font. 

The legend is 16mm 

high and tactile braille is 

included as standard for 

global code compliance 

and user accessibility.
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KEY FEATURES

•	 Next Generation stud-less 
pushbutton

•	 Aesthetics –Modern ‘Chiswick’ 
typeface

•	 Adjustable on site LED 
illumination

•	 Flexible presselplate material
•	 Plug and play –Designed with 

simple, plug and play wiring to 
reduce installation time

•	 Environment - uses up to 50% 
less material than existing 
pushbutton

•	 Uses Dewhurst proprietary XR 
chemical resistant polymer

M100 
Pushbutton

SWITCH BODY &
ILLUMINATION

PRESSEL
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Switch body & illumination | M100
The M100 switch body offers selectable Bi+ illumination so you can choose from multiple colour option 

directly from the button.

Cutout detail

M100 can be supplied loose or incorporated into 

stations. These have a vertical and a horizontal 

pitch of 50mm.

If the pushbutton is supplied loose, the lockring 

provided will accommodate the faceplate thickness 

from 0.5-6.0mm.

Technical details

 

Cutout  detail

M100 can  be  supplied  loose  or 
incorporated into stations. These have a
vertical and a horizontal pitch of 50mm.

If the  pushbutton  is supplied  loose,  
the lockring  provided  will  
accommodate  the  faceplate  
thickness from 0.5 – 6.0mm .

Contact arrangements 1 Normally Open

Technical LED Current Consumption 22mA

Max Switch rated 100mA

Max Current rated 1W
Max Switch contact 
resistance 100OHM

Environmental  protection
(IP rating)

EN60529 (IP54)

Vandal  resistance EN81 -71 V2 Flam.

Code compliance EN81 -20, EN81 -70

 
Dewhurst M100 
pushbutton switch 
bodies are tested to 

Pushbutton body and 
illumination part numbers

EN60529 (IP54)

Standard Bi+ 147R -0015-001

Extended Bi+ with Green spacer 147R -0015-002
Extended Bi+ with Yellow spacer 147R -0015-003
Extended Bi+ with White spacer 147R -0015-004

Dimensions

over 10 million operations.
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Pressel
The pressel (the faceplate of the Dewhurst pushbutton) is available in the below standard material finishes 

for the M100. There is an extensive range of pressel legends to choose from. All legends are 16mm high 

and tactile, with Braille that meets ISO 17049, EN81-70, AS 1735 12, & AN117 Bespoke characters are 

available on request.

Pressel

The pressel  (the  faceplate  of  the Dewhurst pushbutton)  is 
available in  the  below  standard material finishes for  the  
M100. There  is an extensive  range  of  pressel  legends  to  
choose  from.  All  legends  are 16mm  high and tactile,  with 
Braille that meets ISO 17049, EN81 -70, AS 1735 12, & AN117
Bespoke  characters  are  available  on request.

Material  
finishes

Illumination is available in white, green, red, blue, yellow, teal & purple via RGBW selectable 
colour switch on the rear of the pushbutton.

M100 is moulded in ‘XR’ chemically resistant opal
.

Black  
anodised

Yellow 
anodised

Green  
anodised

Stainless
steel

Pressel

Material finishes



Many Dewhurst lift products are made of polycarbonate.
The weatherproof pushbutton is highly durable and vandal
resistant, but plastic parts can be damaged by aggressive
cleaning agents.

DO NOT USE

Abrasive cleaning agents

Cleaning agents at high 
temperatures

Antibacterial detergent

Sharp tools to remove dirt 
(chewing gum, glue, etc.)

Solvents based with Ketones, 
benzene, methanol, toluene 
(methylbenzene or phenyl 
methane) 

Alkaline and ammonia  
based cleaning agents or  
ones containing citrus

DO NOT  leave cleaning agents on  
the parts for long periods of time: 
remove immediately after cleaning 
using a damp cotton cloth.

PH
neutral

Recommended guidance

Grease, glue and paint may be removed with  
ethylic alcohol  or isopropyl alcohol .

Ethylic alcohol , isopropyl alcohol  or ethylene 
glycol based multipurpose cleaning pr oducts and 
dish soaps are suggested. Dilute the cleaning product 
in warm water and apply using a wet cotton cloth.

Clean with a cotton cloth  and warm water   
before applying the cleaning product.

Use PH-neutral  or slightly acid cleaning products only 
(including aromatised ones).

We operate a policy of continuous product development and reserve the right to change or improve specification without prior notice. E & OE.  
All information within this document is for guidance only and does not form the ba sis for contract. The product images and diagrams shown are for 

illustration purposes only and may not be an exact epr esentation of the latest version of the product. ©2025 Dewhurst. All Rights Reserved.  
Unit 9, Hampton Business Park, Feltham, TW13 6DB.

Please consider the environment before you print this data sheet.
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Many Dewhurst lift products are made of polycarbonate (Using GE’s Lexan® or Bayer’s Makrolon®). 

The US95-AB is highly durable and vandal resistant, but plastic parts can be damaged by aggressive 

cleaning agents.

Cleaning your Dewhurst 
pushbutton

We operate a policy of continuous product development and reserve the right to change or improve specification without prior notice. E & OE.
All information within this document is for guidance only and does not form the basis for contract. The product images and diagrams shown are for

illustration purposes only and may not be an exact representation of the latest version of the product. ©2026 Dewhurst. All Rights Reserved.
Unit 9, Hampton Business Park, Feltham, TW13 6DB.


